
www.daqsystem.com 1 

SPECIFICATION 

  ▣ General 

     ▪ PCI Specification V2.2 32bit/33Mhz,   

       5V/3.3V compatible  

     ▪ Non-polarity digital I/O range  

  

  ▣ Digital Input 

     ▪ Number of Channels : 32 

     ▪ Digital Logic Levels : 1.2 ~ 3.6V 

     ▪ Latch up Performance exceeds 100mA 

     ▪ Data Transfer : Programmed I/O 

 

   ▣ Digital Output(Not currently supported) 

     ▪ Number of Channels : 32 

     ▪ Digital Logic Levels : 1.2 ~ 3.6V   

     ▪ Data Transfer : Programmed I/O 

GENERAL DESCRIPTION 

  ♦ 32 Channel Digital Input & 32 channel  

     Digital Output(Not currently supported) 

  ♦ Full 1.2V to 3.6V Supply Power Range 

  ♦ I/Os 4.6V Tolerant 

  ♦ ESD Protection Exceeds JESD22 

    − 4000-V Human-Body Model (A114-A) 
    − 200-V Machine Model (A115-A) 
    − 1000-V Charged-Device Model (C101) 
 
 APPLICATION 

  ♦ Data acquisition 

  ♦ Laboratory instrumentation 

  ♦ Process control systems 

 

SOFTWARE 

  ▣ Operating System 

     ▪ Windows 2000/XP/7/8/10 (32/64bit) 

  ▣ Recommended Software 

     ▪ Visual basic/C++ with Board API(DLL) 

INTRODUCTION  

   This product is designed for High speed digital 

data logger with PCI Express Interface. It is the 

board which was useful composed 32 I/O ports for 

external interface. 

PCIe-DIO05 
     32 Channel Input/Output PCI Express Interface 
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PHYSICAL/ENVIRONMENTAL 

  ▣ Dimension 

    ▪ External Input Connector : Dsub-37pin         

    ▪ Internal Input Connector : 2x20 Box Header 

    ▪ Dimension (not including connectors)  : 160mm x 100 mm 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    

 

 

 

 

 

 

 

D-SUB 37 pin Map Box Header 40pin Map 

  ▣ Temperature 

     ▪ 0 to 60℃, Operating 

     ▪ -20 to 80℃ Storage 

  ▣ Relative Humidity 

     ▪ 5 to 95%, Non-considering  

  ▣ Power Requirement 

     ▪ +5VDC(±5%) at Max. 250mA 
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BLOCK DIAGRAM 

 


